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&y Your boat lifi is 2 heavy duty piece
of equipment. | is important that
you and others that may have
occasion to operate this unit
understand that it desarves respect,
and that good judgment ts required

in its operation. Before allowing cthers o

operate the unit be certain that they
understand the proper procedures.
Do nat allow children to operate the
lift.

y This product is for lifting unoccupied
boats. Do not ride in your boat or
on the lift during operation. Always
attend the controls when aperating
the lift, and watch carefully to have
others stand clear. Keep hands,
feet, and clothing away from all
maoving parts.

, Be careful not to excead the rated
~ capacity of the lift. To determine
the total weight of your equipment
to be lifled, study the boat
manufacturer's fiterature to
determine its weight. Be sure to
add enough extra weight {o
compensate for your added

accessories, including water and fuel.

Gasoline weights about 6 Ibs. per
gallon and water weights about 8
Iba, per gallon,

, [T you plan to leave your lifted boat
unattended for several weeks, itis
important that yau remove the drain
plug in the boat to prevent its filling
with rain water. Accumulated rain,
snow or other water in your boat
can rapidly become heavy enough 16
exceed the capacity of our lift,
causing personal injury or damage
ta the boat and ift.

,g,;,ﬁ Becalsgse vour lift is electricity operated,
additional care must be taken. it

must be wired by a licensed
electrician, and it must be installed
with an approved ground fault
interruption device. If you obseive
severed or damaged wiring, it must
be repairad immediately. Electrical
devicas used in and around a wafer
environment, such as this lift, while
safe if properly installed and
raintained, must be treated with
great respect 1o pravent accidental
electrocution. All electrical
maintenance or servicing io this lift
must be done by a licensed electrician.

A While operating your lift, routinely

lock at alt cables for fraying,
damaged ends, or loose sfrands. A
damaged cable must be replaced
immediately. Make sure that all
pulleys are turning properly.
Routinely look over cables to make
sure that they are winding

properly and for signs of extreme
wear and unusual corrosion, also look
for exposed or damaged electrical
wires, If found have any of the
ahaove repaired immediately.

Do not work an your boat or lift
while the boat is hoisted. If working
on vour ift, keep vour hands, feet,
and clothing away from all moving
parts. Exercise great care if chains
or gearing are exposad, Never work
underneath a raised lift, and do not
walk or stand on a raisad [ift.

Always disconnect electrical power
when warking on any part

of the lift. Do not operate fift with panels
or covers removed.
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