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/\\ WARNING:

THE ABILITY OF THE DOCK OR SEAWALL TO SUPPORT THE BOATLIFT
QUALITY BOAT LIFTS, INC. WILL NOT ASSUME ANY RESPONSIBILITY F(

//

PILING

—

STEP 1

Q)

ASSEMBLE RAIL BEAM AND
FOOT WITH HARDWARE
PROVIDED.

JET OR DRIVE RAIL BEAM

TO SOUND BEARING (SAND - 4%)
SEAWALL - VERIFY STRUCTURE
OF MOUNT BASE (15 CU. FT./
1850 LBS. OR EQUIVALENT).
PILING - CROSS-BRACE AND
SECURE PILING STRUCTURE.
MAKE RAIL BEAM SQUARE AND
LEVEL ENSURING ENOUGH
CLEARANCE FOR THE SUPPORT
STRUCTURE.

ORIENTATION FOR

ORIENTATION FOR SOFT BOTTOM

IMPENETRABLE BOTTOM I

SEAWALL

\N

SECURE MOUNT BERACKET TO
SEAWALL BASE OR PILING

®
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INSTALL SPACERS
BETWEEN PINCH

CLAMPS AS SHOWN

STEP 2

Quchi

BOAT LIFTS, iNC

TRIM RAIL BEAM TO DESIRED HEIGHT.
QUALITY BOAT LIFTS RECOMMENDS A
HEIGHT OF 6 FEET ABOVE THE
DESIRED BOTTOM OF THE WATER
CRAFT IN THE UP POSITION. TO GET
BOTTOM OF WATER CRAFT TO DOCK
HEIGHT, MEASURE 6 FEET ABOVE
DOCK. FOR PILINGS, QUALITY BOAT
LIFTS RECOMMENDS TRIMMING THE
PILING 1 FOOT BELOW TOP OF RAIL
BEAM FOR POWER HEAD
ACCESSIBILITY AND WORKING ROOM.
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